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Easy to set up on the existing(non-autofill) machine(retrofit)
Maximizes output production by keeping machine full 
Reinforces merchandizing by keeping machine’s bowls full
Eliminates potential human errors in process of premixins 
water and syrup
No additional maintenance required

Available for Elmeco  models FCM- 2 &FCM-3
Bag-n-box(BIB) autofill system refills product at rate of 
2-3oz per sec.(varies for different tyes of concentrate) 
Power cord included, must be plugged in individually from 
the machine (110V/60Hz)
Equipped with automatic cleaning and sanitizing valves
Contains pumps, tubes and solenoids in one, easy  to 
handle box
Equipped with automatic alarm when syrup BIB empty or 
insufficinet water pressure provided

FCM Autofill System benefits

FCM Autofill 
System features

  

   

   

  

  

  

  

  

 

1   year  -    labor
anno -    manodopera

  
  

   

   
     40 lb/18kg                

                

  

   
     42 lb/19kg                

  

  

  

  

 

  height

  width

  weight

  model   Autofill BOX_FC3  Autofill BOX_FC2

  depth     11 in /29 cm             

     20 in /52 cm         

    11 in  /29 cm           

     20 in  /52 cm          

     24 in /60 cm                  24 in  /60 cm              

220-240 V_ 50 Hz
220 V_ 60 Hz
115 V_ 60 Hz

                220-240 V_ 50 Hz
220 V_ 60 Hz
115 V_ 60 Hz

Voltage
Frequency

5200 77 Center Drive Suite 110


